EDX® SignalPro®
E
< 1300
c Prop. model: Anderson-2D v1.00
2 1200 Time: 50.00 % Loc.: 50.00 %
S Margin: 0.00 dB
ﬁ 1100 Climate: Continental Temperate
Atm. factor: none
1000 K factors: 1.333, 1.000, 1.000
900 Reliability Analysis
800 Fade outage method: Vigants-Barnett
C param. for Vigants-Barnett:
9 G52 oy
70 ettt average prop. conditions: C=1
BB . ITU-R terrain type: Inland
RIS 5
600 ettt torets A ITU-R refract. grad.: 20.0 %
X3 .
:?3:2:5:5: E:i: < External interf.: -150.0 dBmW
KKK . . .
500 QRIS SRS Dispersive fade margin: 80.0 dB
oot te oot eoosasatete Ant. spacing (diversity): 0.0 m
9005000, 0.0, 9,90, 000005 9,9.9.
400 RS preteteleotetets .
ototatete e otets RIIXLRRRN Rain outage method: Crane
ZRIRHIERS 2525858585058588 . .
QRIRIRLES RRRXXRRS Rain region: f
30 SRRRRRARIRS RRRARIRRKS glon:
SRRRRHHHKS RRRARHRRKS
SRRRRHHKKS RRRARIRRNS
SRRRRHHHKS RRRARHRRKS
20 SRR RIS
G 0.0.0.0.0.9.9,
RIS RIS
RIS SRS
10 SRRRRRRRKS RRRRRRKKS
‘\\\\‘\\\\‘\\\\‘\\\\\\\\‘\\\\\\\\‘\\\\\\\\‘\\\\\\\\‘\\\\\\\\‘\\\\\\\\‘\\\\‘\\\\‘\\\\\\\\‘\\\\\\\\‘\\\\‘
0 25 50 75 100 125 150 175 200 225 250 275
Tx distance (km)
Transmitter Site: EG Name: EG ->BN Receiver Site: BN Notes

Name: Errigal

Location:

N55°02'00.00" W8°06'46.50"
Site elevation: 686.0 m
Antenna height: 2.0 m
Pointing azimuth: 43.4 °
Transmitter power: 35.00 dBW
Trans. line loss: 0.00 dB
Other losses: 0.00 dB
Antenna gain: 35.00 dBi
Antenna file:

Total EiRP: 70.00 d(BW

Frequency: 870.0000 MHz
Polarization: horizontal
Length: 275.48 km

Number of obstacles: 7
Excess path loss: 49.31 dB
Atm. absorption loss: 0.00 dB
Path loss for stats: 189.35 dB
Flat fade margin: 51.89 dB
Total fade margin: 51.85 dB
Annual fade outage: 562.24 s
Annual rain outage: 0.00 s
Link availability: 99.9982 %

Name: Ben Nevis

Location:

N56°47'48.70" W5°00'12.40"
Site elevation: 1344.0 m
Antenna height: 2.0 m
Pointing azimuth: 223.4 °©
Trans. line loss: 0.00 dB
Other losses: 0.00 dB
Antenna gain: 35.00 dBi
Antenna file:

Received signal level: -54.35 dBmW




